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3K WILL, KENDAL, KANE, DU PAGE AND COOK
CONTRACT 62602

NOTE
FOR EETA!LS OF RAN. ELEMENTS, RAM. SPLICING, HUT, BDLT AND SIDE VIEW
OF RajL, SEE STANDARD £30001

ALL WELDS SHALL BE GROUND SMOOTH

POSTS SHALL BE CUT AND WELDED TO THE BASE PLATE SO THAT THE POST WILL BE
PLUMB WHEN ERECTED.

TWO PERCENT (273 OF ALL ANCHOR BOLTS SHALL BE TEST LDADED [N PLACE,
MIN]MUM TEST LOAD<B KIPS, IF ONE ANCHOR BOLT FAILS DURING THE TEST,

2 OTHER ANCHOR BOLYS SHALL BE TESTED. TESTING EQUIPHENT SHALL BE
BDLT COMPANIES.

PROVIDE 115 AND @Y GALVANIZED SHIMS FOR 25% OF THE POSTS.
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NOTE:

ALL WELDS SHALL BE GROUND SMOOTH. POSTS
SHALL BE CUT AND WELDEG T0 THE T0 THE
BASE PLATE S0 THAT THE POSTS WILL BE PLUMB
WHEN ERECTED.
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